What Is The Right Material?

Self Adhesive Vinyl

A flexible PVC, with a high tack adhesive backing.
Suitable for interior & exterior use. For a good bond
ensure the sign is fixed to a smooth, clean & non-
porous surface.

Rigid PVC Plastic
Available in various thicknesses, for interior &
exterior use. Standard signs are 1mm thick.

Rigid PVC Plastic/Self Adhesive Backed

All standard safety signs can be produced in 1mm rigid
plastic with a self adhesive backing for easy fixing. Please
allow 48 Hours for delivery when requesting this material.

Foam PVC

Suitable for interior & exterior use and available
in various thicknesses. Typically used for double-
sided hanging, projecting and skiphook signs.
Lightweight & durable, available in various colours.

Correx
These fluted lightweight PVC signs are ideal value
for temporary, budget site signage.

Duralite®

Sub-surface printed signs.

Anti-fade, are anti-corrosive and are highly
resistant to vandalism.

Please contact our sales office for further
information.

Engraved®

A traditional method of producing signs of durability
used for name plaques, machine panels for internal
and external use. Ideally suited to a wide range of
materials.

Gemglow®© Photoluminescent

Charged by ambient light these signs immediately
illuminate in sudden darkness. An excellent material
for Way-finding & Fire equipment signs. Reverse
printed for a high quality, durable finish.

Aluminium

For interior & exterior use, excellent longevity in normal
environmental conditions. Can be used for a prestige
look when finished in a Satin Anodised Silver or
Brushed Gold effect.

Traffic

Class ref 1 and ref 2, reflective 3mm aluminium signs
are ideal for site management signs. Can be supplied
with channel & clips for post fixing.

Comply to BSEN 12899-1 2001.

Special Signs

We are able to manufacture signs on most types
of available materials, whether it is a quantity of
one or one thousand. We also offer multi-lingual
signs. Please contact our sales office for further
information.

Tuff®

Sub-surface printed signs are virtually indestructable.
They do not fade, are anti-corrosive and are
impervious to deliberate vandalism. These signs
can be used again and again

Metal-photo®

Anodised aluminium plates and panels combine
durability with a long lasting quality appearance.
The unique process embeds the image within a
sapphire-hard anodised layer.

Bacto-Shield®

Can be applied to any rigid sign, has a tough,
durable surface, is highly scratch resistant and is
resistant to most cleaning chemicals




